
TEN-TAP® Programming switch allows user selection of one of three different programs: 
 1.) high/strobe; 2.) high only; 3.) low/high

– High: 2,000 lumens; 266m beam; runs 2.5 hours
– Low: 250 lumens; 93m beam; runs 11 hours 
– Strobe: runs 4.5 hours

Mounts directly to guns with MIL-STD-1913 (Picatinny) rails

Securely fits a broad range of weapons

Glass with anti-reflective coating: gasket-sealed lens

IP67 dust-tight and waterproof to 1 meter for 30 minutes (with standard button switch)

6.3” (160 mm); 9.06 oz (257 grams) with (1) SL-B50® protected Li-Ion USB- 
rechargeable battery

Limited Lifetime Warranty
Visit streamlight.com for full warranty information

#89009 - ProTac 2.0 Rail Mount - with straight pressure switch
#89003 - ProTac 2.0 Rail Mount - light only
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PROTAC® 2.0 RAIL MOUNT
HIGH-LUMEN TACTICAL  

WEAPON-MOUNTED FLASHLIGHT

TEN-TAP® Programmable switch 
for user selectable operation

Remote pressure switch 
provides momentary 

operation

Includes remote rail grabber, pressure switch, 
push-button tailcap switch, remote retaining clips,  

double-sided tape and zip ties

Tactical tailcap switch provides 
momentary & “constant on” 

operation 

Streamlight SL-B50® protected Li-Ion USB 
rechargeable battery pack with on-board safety 

control. Recharges in 6 hours

Slide sleeve back to access USB-C 
port; charges via USB-C cord

The high-performance ProTac® 2.0 Rail Mount produces 2,000 lumens without 
sacrificing run time. Powered by the new SL-B50® battery pack that charges using a 

USB-C cord outside of the light or inside - no need to remove from your weapon!


